PD2.0/3.0
QC3.0/4.0

USB Type C
Type-C to Lightning
MFI Cables

High Power

Multi Port

Wireless Chargers

And more

We design, develop
and manufacture

travel chargers and
in-car chargers of
every specification
for Smart Phones,
Laptops, Tablets and
electronic devices.

V

Product Catalogug,44

October


Winnie



PD Type C In-Car Charger
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? 3 Ports

‘.,, A, ) e1 USB-C PD 2.0 36W Compatible with QC3.0

[PD ] e2 USB Smart IC 5V 2.4A

=D s190CW2-PD2 {
Specifications: L

elnput voltage and current: DC 12-24V

o Type-C PD2.0 Output: DC 5V 3A/9V 3A/ 12V 3A max (36 W)
usg @2 USB port with Smart IC output: Total DC 5V 2.4A max (12W)
«3 ports output current: Total 48W

eMaterials: PC + ABS + Aluminum attachment

C € “ReAcH WRoHs

q

o

I
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X
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X ;ig/ UsB C

S

2xUSB

S186CQ3-PD2 2 Ports
o1 x USBC with PD2.0 29W Compatible with QC3.0
o1 x USB with QC3.0 18W

Specifications:

eInput voltage and current: DC 12-24V

e Type-C port output with PD2.0

-DC 5V 3A/9V 2.5A/ 12V 2.5A (29W)

eUSB-A port output with QC3.0

-DC 3.6V-6.5V 3A/6V-9V 2A/ 9V-12V 1.5A max (18W)
#2 ports output: Total 47W

eMaterials: PC + ABS + Aluminum attachment
eNimension- Nia 33mm x A2mm

E

o
5
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Qc

USB-C

HE C€ “keach “Rohs

S$185CQ3-PD2 (PC+ABS) 2 Ports

S185MCQ3-PD2 (Metal housing) 2 Ports
o1 x USB-C with PD2.0 24W Compatible with QC3.0
o1 x USB with QC3.0 18W

Specifications:
eInput voltage and current: DC12-24V
Type-C port with PD2.0 output:
DC 5V 3A/9V 2A/ 12V 2A max (24W)
USB port with QC3.0 and smart IC
DC 3.6V-6.5V 3A/ 6V-9V 2A / 9V-12V 1.5A max (18W)
2 ports output: Total 42W Qc

eDimension: Dia. 29mm x 73mm
Qualcomm’
@ Quick Charge 30

s

G
&

UsSB C

l‘
W\

C € “ReACH WRoHs

Exclusive for
Russia market

PC+ABS Housing

Metal Housing

S$187CQ3-PD2 2 Ports
o1 x USB-C with PD2.0 18W Compatible with QC3.0
o1 x USB with QC3.0 18W

Specifications:
eInput voltage and current: DC12-24V
Type-C port with PD2.0 output:
DC 5V 3A/9V 2A/ 12V 1.5A max (18W)
USB port with QC3.0 and smart IC
usg DC 3.6V-6.5V 3A/ 6V-9V 2A/ 9V-12V 1.5A max (18W)
2 ports output: Total 36W
eDimension: Dia. 27mm x 53mm
eMaterials: PC + ABS + Aluminum attachment

m
3 ﬂ
vl <

usB C
QC

|

o

C € “REACH ‘HoHs

Type-C port with PD2.0 output: S
.Eii DC 5V 3A/9V 2A/ 12V 1.5A max (18W)

) USB port with QC3.0 and smart IC

S206CQ3-PD2 2 Ports

P 1 x USB-C PD2.0 18W compatible with QC3.0

e1 xUSB QC3.0 18W
Specifications:
eInput voltage and current: DC12-24V

-

"\ .
/~————USBC

7

C € “ReAcH RoHs

DC 3.6V-6.5V 3A/ 6V-9V 2A/ 9V-12V 1.5A max (18W)
#2 ports output: Total 36W
eDimension: 32x25x68mm
eMaterial: PC + ABS + Aluminum attachment

) o1 x USB-C PD2.0 18W compatible with QC3.0

S205CQ3-PD2 2 Ports =

o1 xUSB QC3.0 18W

Specifications:

eInput voltage and current: DC12-24V

Type-C port with PD2.0 output: USBC
DC 5V 3A/9V 2A/ 12V 1.5A max (18W)

USB port with QC3.0 and smart IC Qc
DC 3.6V-6.5V 3A/ 6V-9V 2A / 9V-12V 1.5A max (18W)

#2 ports output: Total 36W

eMaterial: PC + ABS

v
C € “ReACH oHs

7 elnput voltage and current: DC12-24V

. S$187CW-PD2 2 Ports
¥ ¢1 x USB-C PD2.0 18W compatible with QC3.0
eMaterial: PC + ABS + Aluminum attachment

Type-C port with PD2.0 output:
DC 5V 3A/9V 2A/ 12V 1.5A max (18W)
USB port with smart IC: 5V 2.4A (12W)
#2 ports output: Total 30W
eDimension: diameter 27mmx53mm

(N
O
-/

o1 x USB smart IC 5V 2.4A , ‘
USBC
C € “REACH oHs
S201C-PD2 1 Port

Specifications:

Y ¢ |)SB-C PD 2.0 30W compatible with QC3.0
Specifications:
eInput voltage and current: DC 12-24V
#Type-C PD2.0 Output: DC 5V 3A/ 9V 2A /12V 2.5A max (30W)
eDimension: 27x26x60mm
eMaterial: PC+ABS

Pt

C € “REACH ‘HoHs

S1290-PD2 1 Port

'eUSB-C PD 2.0 24W compatible with QC3.0
Specifications:
elnput voltage and current: DC 12-24V 2
eType-C port output with PD: DC 5V 3A/ 9V 2A/ 12V 2A (24W) max '
eDimension: 28mm (diameter) x 58mm

C € \ReAcH VRohs

usB C
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USB Type-C In-Car Charger

3 Ports In-car Charger P
o1 Type-C port (5V 3A)

o1 USB port designed with QC 3.0 and Auto detection
o1 USB ports designed with Smart IC

S75CWQ3-39W

” Specifications:

elnput voltage and current: DC 12-24V

*1 USB Type-C output: DC 5V 3A (15W)
)} @1 port QC 3.0 output: DC 3.6V-6V 3A/6V-9V 2A / 9V-12V 1.5A max (18W)
*1 USB port with smart IC output: 5V 2.4A max (12W)
2 3 ports output current: Total 39W Type C
g ® eMaterials: PC + ABS casing + Aluminum attachment material QC3.0

° C € “RoHS

2 Ports In-car Charger

o1 Type-C port 5V 3A (15W)
o1 USB port designed with QC 3.0 and Auto detection (18W)

33 e
ac

eInput voltage and current: DC 12-24V
*1 USB Type-C output: DC 5V 3A Max. (15W)
| 1 port QC 3.0 output: DC 3.6V-6V 3A/ 6V-9V 2A/9V-12V 1.5A max (18W)
~ 2 ports output current: Total 33W Type C
2 eMaterials: PC+ABS
-3 QC3.0
o]

usg

s

c € WRoHS

2 Ports In-car Charger
o1 Type-C QC2.0 Fixed Cable
o1 USB port 5V 2.4A

S42W1-CS

) Specifications:
_elnput voltage and current: DC 12-24V

«USB port output: DC 5V 2.4A Max with Smart IC
| eType C fixed cable output: DC 5V 2A /9V 1.67A/ 12V 1.25A Max (QC2.0).
“ eUSB + Type C Cable output: Total DC 27W

usB

Fixed Cable Type C

usg

‘\(,{2“.’, c E F@ VRoHS
g; ’ n

m eWire specification: 20AWG*2C, OD: 3.2mm
L . | eStraight cable, PVC jacket, 1.2m cable

2 Ports In-car Charger
o1 Type-C port
o1 USB port with smart IC \

ST e

eInput voltage and current: DC 12-24V
Y8, «USB Type C output: DC 5V 3A Max.
=~ ®  eUSB port with smart IC for auto detection
o «USB Type C and USB port total output: DC 5V 3.4A Max (17W)
eDimension: 28mm (diameter) x 58mm (without copperhead)
PC + ABS casing + Aluminum attachment material

C € VRoHS

2 Ports In-car Charger
o1 Type-C Fixed Cable
o1 USB port {i

m S$115U1-C-3.1A ¢ /
| O | Specifications: = P

=" Input voltage and current : DC 12-24V
Usﬂa USB & Type-C Fixed cable output: DC 5V 3.1A total output (15.5W)
3 Materials : PC+ABS

" CEFC s

’ Fixed Cable Type C usB

2 Ports In-car Charger
o1 Type-C Fixed Cable
o1 USB port USB

S91W1-C3A

,‘ Specifications:
eInput voltage and current: DC 12-24V

*USB port with Smart IC
| | eUSB & type C fixed cable output: DC 5V 3A total output (15W)

~ eWire specification: 20AWG*2C, OD: 3.2mm 1.2m cable
uss , eDimension: diameter 24x52.5mm (not include copperhead)
#PC material casing
eAlso Available in 2.4A

S91U1-C24A
CE dencn “fons

1 USB C Fixed Cable In-car Charger

@ S$91-C3A Type C Fixed Cable
R ) Specifications:

#Type C fixed cable output: DC 5V 3A Max. (15W)

Fixed Cable Type C

eAlso Available in 2.4A

S91-C24A
CE WREACH “RoHS

1 USB C In-car Charger
S91C1-3A Single Type C Port
L P *USB Type C port output: DC 5V 3A Max. (15W)

CE YREACH “WRoHS

Single USB-C
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QC In-car Chargers

[S2W)

S75W2Q3-42W 3 USB
1 USB with QC3.0 + 2 USB with Smart IC

Specifications:

elnput voltage and current: DC 12-24V

e1st USB QC3.0 charging mode output

- QC 3.0 mode: DC 3.6V-6.5V 3A/ 6.5V-9V 2A/ 9V-12V 1.5A Max.
eDual USB with Smart IC, Total 4.8A max

«3 USB ports output: Total 42W

eDimension: 37x23x65mm

*PC + ABS + Aluminum material attachment

S75W2Q3-32W

e1st USB QC3.0 charging mode output

- QC 3.0 mode: DC DC 3.6V-6.5V 3A/ 6.5V-9V 2A/ 9V-12V 1.5A Max.
eDual USB with Smart IC, Total 3.4A max

«3 USB ports output: Total 32W

F@ce WREACH “RoHS

E

C

l

EE

S$188QQ3 2 USB with QC3.0
S70QQ3-R/S 2 USB with QC3.0

Specifications:

eInput voltage and current: DC 12-24V

2 ports QC 3.0 output (With Smart IC)

- QC 3.0 mode: DC 3.6V-6.5V 3A/ 6.5V-9V 2A/9V-12V 1.5A Max.
#2 USB ports output: Total 36 W

S$188WQ3 2 usB

S70WQ3-R/S 2 UsB

1 USB with QC3.0 + 1 USB with Smart IC
eInput voltage and current: DC 12-24V

e1st USB QC3.0 charging mode output

- QC 3.0 mode: DC 3.6V-6.5V 3A/6.5V-9V 2A/ 9V-12V 1.5A Max.
*2nd USB 5V 2.4A with Smart IC

#2 USB ports output: Total 30W

S$70QQ3-R/S
S70WQ3-R/S

eDimension:

- Square shape: 29x29x58mm
- Round shape: diameter 29x58mm
«PC + ABS + Aluminum materials casing

QC3.0

Smart IC

$188QQ3
$188wWQ3

eDimension: 30x28x60mm
*PC material casing

2xQC3.0

2 xQC3.0 or
1xQC3.0 + 1 smart IC

CE WREACH “RoHS

S42WQ3 2 usB
1 USB with QC3.0 + 1 USB with Smart IC

Specifications:

eInput voltage and current: DC 12-24V

*1st QC 3.0 port output:

- QC 3.0 mode: DC 3.6V-6.5V 3A/ 6.5V-9V 2A/ 9V-12V 1.5A Max.
e2nd USB 5V 2.4A with Smart IC

#2 USB ports output: Total 30W

eDimension: 37x25x70mm

«ABS+PC materials casing

@ 22=m230 €€ FC fons

8D

S170Q3 Single USB
1 USB with QC 3.0 and Auto detection

Specifications:

eInput voltage and current : DC 12-24V
#QC 3.0 port output : DC 3.6V-6.5V 3A/ 6.5V-9V 2A/ 9V-12V 1.5A Max.
eDimension: 28x22x63mm (without copperhead)
eMaterials : PC+Aluminum

@ 2ueemn30 C € FC ons

A

Single USB

19

S$130Q3-R/S Single USB
1 USB with QC 3.0 and Auto detection

Specifications:

eInput voltage and current: DC 12-24V

@QC 3.0 port output:

- DC 3.6V-6.5V 3A/6.5V-9V 2A/ 9V-12V 1.5A Max.
eDimension:

- Square shape: 25x25x53mm

- Round shape: diameter 25x53mm

#PC + ABS + Aluminum materials casing

CE VREACH “RoHS

o~

~ Single USB

$91Q3 Single USB
1 USB with QC 3.0 and Auto detection

Specifications:

eInput voltage and current: DC 12-24V

@QC 3.0 port output:

-DC 3.6V-6.5V 3A/6.5V-9V 2A/ 9V-12V 1.5A Max.
eDimension: diameter 24x52.5mm (w/o copperhead)
#PC casing material

CE WREACH “RoHS

Single USB

$115Q3 Single USB
1 USB with QC 3.0 and Auto detection

Specifications: =
eInput voltage and current: DC 12-24V

«QC 3.0 port output:

- DC 3.6V-6.5V 3A/ 6.5V-9V 2A/ 9V-12V 1.5A Max.

eDimension: 27x26x67mm (without copperhead) [
#PC casing material

CE WREACH “RoHS -

~

Single USB

$125Q3 Single USB
1 USB with QC 3.0 and Auto detection

Specifications:

eInput voltage and current: DC 12-24V

@QC 3.0 port output:

- DC 3.6V-6.5V 3A/ 6.5V-9V 2A/ 9V-12V 1.5A Max.
eDimension: diameter 25x44mm (without copperhead)
@PC casing material

CE WREACH “WRoHS

Single USB

Incredibly small for a QC3.0
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EE

Dual USB Standard In-Car Charger

S75W3-7.2A 3 USB

Specifications:

eInput voltage and current: DC 12-24V
eWith smart IC for each USB port

#3 USB output: DC 5V 7.2A, total 36W
eDimension: 65x37x23mm

#ABS + Aluminum casing materials

Also available in 4.8A

3xUSB

(E REACH “WRoHS

B

E

S130RW2-4.8A 2 USB (Square or Round base)

Specifications:
eInput voltage and current: DC 12-24V
eWith smart IC for each USB port
*2 USB output: DC 5V 4.8A total output 24W
eDimension: Square: 25x25x53mm

Round: diameter 25x53mm
*PC + ABS + Aluminum casing materials

Also available in S130RU2-2.4A

2xUSB \
c€ REACH “RoHS

E

S70W2-4.8A 2 USB

Specifications:

eInput voltage and current: DC 12-24V
*With smart IC for each USB port

#2 USB output: DC 5V 4.8A total 24W
eDimension: diameter 30x62mm
*ABS + Aluminum casing materials

Also available in S7T0W2-2.4A and S70U2-2.1A (E

%SB

WREACH “RoHS

£ EE

S161W2-4.8A 2 USB

Specifications:

eInput voltage and current: DC 12-24V
eWith smart IC for each USB port

#2 USB output: DC 5V 4.8A total 24W
eDimension: diameter 24x38mm

© All Aluminum casing materials

2xUSB

)

All Aluminum
Incredibly small for
Dual USB 4.8A

s>

CE WREACH “RoHS

E

S204W2-4.8A 2 usB

Specifications:

eInput voltage and current: DC 12-24V
eWith smart IC for each USB port

©2 USB output: DC 5V 4.8A total 24W
eDimension: diameter 25x43mm

eALL Aluminum casing materials

All Aluminum
Incredibly small for
Dual USB 4.8A

s

(E REACH “WRoHS

E

LED Display

LED Display of
charging current and
car battery voltage

S210W2-3.4A 2 usB

Specifications:

eInput voltage and current: DC 12-24V
eWith smart IC for each USB port

#2 USB total output voltage and current: DC 5V 3.4A (17W)
oLED Indictor: Blue color

eDimension: diameter 27x62mm (without copperhead)
eMaterials: All Metal (Aluminum)

All Aluminum

CE WREACH “RoHS

S126W2-4.8A 2 USB

eInput voltage and current: DC 12-24V -
eWith smart IC for each USB port T
2 USB output: DC 5V 4.8A total 24W

Also available 4.4cm

S126W2-3.1A l

S126W2-2.4A

W126U2-2.1A
(E REACH “WRoHS

Incredibly small for
Dual USB 4.8A

S91W2-4.8A 2 USB

Specifications

eInput voltage and current: DC 12-24V
eWith smart IC for each USB port

eDual USB output Total DC 5V 4.8A (24W)
#PC material casing

eDimension: diameter 24x52.5mm

Also available S91W2-3.4A & S91W2-2.4A

S91U1-MIC-2.4A Single USB + Fixed Cable
oTotal 5V 2.4A (12W)

2xUSB

Dual USB +
Fixed Cable
Micro USB

E REACH “RoHS

E

S188W2-4.8A 2 usB
eInput voltage and current: DC 12-24V
eWith smart IC for each USB port

#2 USB output: DC 5V 4.8A total 24W
eDimension: 30x28x60mm

CG WREACH “WRoHS

S42W2-4.8A 2 USB

eInput voltage and current: DC 12-24V -
«With smart IC for each USB port £ D
@ 2 USB output: DC 5V 4.8A total 24W

#ABS+PC materials casing

eDimension: diameter 37x25x70mm

Also available in Fixed Cable plus 1 USB

S42W1-MIC-4.8A L

1USB +
Fixed Cable
Micro USB

C € \feacH Vohs 2xUsB
S155W2-3.4A 2 USB *
L * @) elnput voltage and current: DC 12-24V
eWith smart IC for each USB port ] |
2 USB output: DC 5V 3.4A total 177W \

eDimension: diameter 25x58mm

" Also available S155W2-2.4A & S155U2-2.1A

@ C€ VREACH “RoHS

2xUSB
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Single USB Standard In-Car Charger

11

S91W1-3A Single USB

elnput voltage and current: DC 12-24V

eWith smart IC for USB port

«Output voltage and current: DC 5V 3A (15W)
eDimension: diameter 24x52.5mm (w/o copperhead)
#PC casing material

S91W1-2.4A Single USB

elnput voltage and current: DC 12-24V
eWith smart IC for USB port
«Output voltage and current: DC 5V 2.4A (12W)

S91U1-2.4A Single USB MFI

p

S91U1-2.1A Single USB MFI

«Output voltage and current: DC 5V 2.1A Max. 10.5W

S91-MIC-2.1 A Fixed Cable of micro USB

#PVC Straight cable, length: 1.2m

El

S91U1-1A Single USB MFI

«Output voltage and current: DC 5V 1A Max. 5W

S$91-MIC-1A Fixed Cable of micro USB
#PVC Straight cable, length: 1.2m

£

Fixed Cable
Micro USB

Single USB

(E WREACH “RoHS

S125W-2.4A Single USB

eWith Smart IC

eInput voltage and current: DC 12-24V

«Output voltage and current: DC 5V 2.4A and 2.1A
*ABS material casing

eDimension: diameter 25x44mm

E

S$125U-2.1A Single USB

«Output voltage and current: DC 5V 2.1A

S125-MIC-2.1A Fixed Cable of micro USB

#PVC Straight cable, length: 1.2m

E

S125U-1A Single USB MFI

«Output voltage and current: DC 5V 1A Max. 5W

S125-MIC-1 A Fixed Cable of micro USB

#PVC Straight cable, length: 1.2m

£

ce VREACH “WRoHS

Single USB

Fixed Cable
Micro USB

sl

s

S156W-2.4A Single USB

eWith Smart IC ~r
eInput voltage and current: DC 12-24V ©
«Output voltage and current: DC 5V 2.4A

*ABS material casing

eDimension: diameter 25mm x length 44mm (without copperhead) ’\

S$156U-1A Single USB MFI /

eInput voltage and current: DC 12-24V

*Output voltage and current: DC 5V 1A Single USB

ce WREACH “RoHS

Ly

S70RU-2.4A Single USB MFI Single USB

eInput voltage and current: DC 12-24V

- —
«Output voltage and current: DC 5V 2.4A | - - ‘
*ABS + Aluminum material casing { ) \ ‘

eDimension: diameter 30 x 62mm

(e WREACH “RoHS i

9

S$170U-2.4A Single USB 3

eInput voltage and current: DC 12-24V
«Output voltage and current: DC 5V 2.4A
@PC + Aluminum material casing
eDimension: 28x22x63mm

c G "REACH “WRoHS

\

Single USB

S93U-1A Single USB -
eInput voltage and current: DC 12-24V

«Output voltage and current: DC 5V 2.4A

«ABS material casing

eDimension: 24x19x44mm (without copperhead)

CE VREACH “RoHS

Single USB
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WIRELESS CHARGER

m WPO7T-10W
)y WPO7T-15W
Fast Wireless Charging Pad (Transmitter)
Qi Certified
*10W Fast Wireless Charging for Samsung Galaxy S9,
S9+, S8, 8+, S7, S7 Edge / Note8 / S6 Edge+

L4 '
*5W Standard Wireless Charging for All Qi enabled Phones w -
Specifications:
elnput: DC 5V 2A/ QC2.0 / QC3.0 charger (Suggested) 4
eWireless charging output: 15W/10W / 7.5W/ 5W i‘
sInput Port: Micro USB female socket
eDimension: 100x100x10mm ‘

q' C € “ReACH ‘HoHs 7 —

Stylish triangle shape with
anti-slip strip

ELIA WP53T-10W
- Fast Wireless Charging Pad (Transmitter)

Qi Certified

eAnti-slip silicone surface

*10W Fast Wireless Charging for Samsung Galaxy S9,
S9+, S8, 8+, S7, S7 Edge /Note8 / S6Edge+

#7.5W Wireless Charging for iPhone X 8/8 Plus,

#5W Standard Wireless Charging for All Qi enabled Phones

Specifications:

elnput: DC 5V 2A/ QC2.0 / QC3.0 charger (Suggested)

eWireless charging output: 10W / 7.5W / 5W

#USB interface: Micro USB port

eDimension: 126x65x7mm

@
q' FC C € “KeacH ‘HoHs

Styled and Sized
to a smart phone

\ WP55T-10W

P/ Fast Wireless Charging Pad (Transmitter)

Features:

#2 Charging Coils

eCompatible with Qi Standard

*10W Fast Wireless Charging for
Samsung Galaxy S9, S9+, S8,8+, S7,S7 Edge/Note8/S6 Edge+

#5W Standard Wireless Charging for All Qi enabled Phones

Specifications:

eMaterial: PC +ABS

eInput: DC 5V 2A/ QC charger (Suggested)

eWireless charging output: 10W / 5W

eInput port: Micro USB female socket

eDimension: 72x10x130mm

#Color: Black

C € “KeacH \RoHs

‘ WP50T-PB6-5W

' \\ireless Power Bank (Transmitter) 6000mAh

¢6000mAh External Battery Portable Power Bank

¢2-in-1 Design, Wireless Charger with Power Bank
Specifications:

eInput (Micro USB port): DC 5V 2A charger (Suggested)
eWireless Charging output: 5V 1A (5W)

eMaterial: ABS with Rubber Oil Finished

©6000mAh Li-polymer battery

#USB C output: 5V 2.1A for power bank to charging.
#USB A output: 5V 2.1A for power bank to charging.
oLED Indicator: Blue color

eDimension: 134x70x15mm

#Color: Black / White / Blue / Red and OEM colors

C € “ReACH ‘HoHs

m WP40T-10W
| Fast Wireless Charging Pad (Transmitter)

Qi Certified
*10W Fast Wireless Charging for Samsung Galaxy S9/7/8/9, Note 6/8/9 Series
#5W Wireless Charging for iPhone X 8/8 Plus,

#5W Standard Wireless Charging for All Qi enabled Phones
Specifications:

elnput: DC 5V 2A/ QC charger (Suggested)

eWireless charging output: 10W / 5W

#Charging distance: <10mm

#USB interface: Micro USB port

eDimension: 86x70x1150mm

(3
Q re ce oo s

‘m‘ WP24T-HD-10W Wireless Charging Pad (Transmitter)

' |n-car Phone Holder with Suction Mount

2 charging coils; phone can be placed anywhere. ) )

No charging blind spot. With qU|ck-r§Iea§e

»Compliance with QI soft hydraulic grip

#10W Fast Wireless Charging for Samsung Galaxy S9, >
S9+, S8, 8+, S7, S7 Edge /Note8 / S6 Edge+

#5W Standard Wireless Charging for All Qi enabled Phones

Specifications:

elnput: DC 5V 2A/ QC2.0 / QC3.0 charger (Suggested)

eWireless charging output: 10W / 5W

HE C € “Reach \Roks
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MFI Lightning Cables

Lightning to 3.5mm Headphone Jack Adaptor

USB Type-C-to-Lightning Sync-Charge Cable N
® STy ’ 7~ N\ MFI-PA100-IP7
MFI-DC300-I1P8 ] ':Easlti:;e/ipple MFI certified C101 connector

eAudio jack input supports full functionality of the Apple EarPods

PVC Molding « PVC Round Cable

With Remote and Mic communication.
Wire specification: \_ , / eHi-Fi decode
*USB 2.0 (480 mbps, 3A) N — —_ Specifications: > )
*MFI Licensed Components] eConnector Materials: ABS '
#PVC Round Cable, 1m eCable Materials: TPE; Cable Length: 14.5cm
7~ eColor: Black, White S
(P
3-in-1 USB A (M) to Lightning, USB Type C and Micro USB (M)
Sync-Charge Cable
Lightning (F) & 3.5mm Headphone Jack
Sync-Charge Audio Adaptor
MFI-PA200-IP7 N
Feature: / N
MFI'DC73'IP5 eUsing Apple MFI certified LAM module solution. >

MFI-DC70-IP5
PVC Molding * PVC Round Cable

#CB8E Lightning connector converts to 3.5mm female audio jack

eWith lightning female connector for iPhone charging and sync

#With 3 control buttons for full function identical to Apple original Earpods

eAudio jack input supports full functionality of the Apple EarPods with remote and Mic communication.
eSuitable for connect your Apple device to home theater system and your favorite head phones.
Specifications:

eConnector Materials: ABS

eCable Materials: TPE; eCable Length: 20cm

«Color: Black, White

Aluminum Housing
Nylon Braided Cable - M
Specifications: spleclflf?atlonﬁ: .
eLightning / Micro USB, USB 2.0 Version eLightning / Micro USB: USB 2.0 Version
*Support USB 2.0 (480mbps 2.4A) *Support USB 2.0 (480mbps 2.4A)

«Straight cable, PVC Jacket with nylon braided cable eStraight cable, FTVC Jacket R
«Connector housing: Aluminum Housing eConnector housing: PVC molding injection

«Cable length: 1Tm eCable length: 1m

«Wire specification: 28AWG*2C+22AWG*2C OD 3.5mm eWire specification: 28AWG2C+22AWG*2C, OD 3.5mm
: ; Stereo Headsets with Lightning Connector
USB A (M) to Lightning Sync-Charge Cable 9 9
MFI-P200-IP7

MFI-DC12-IP5 MFI-DC08-IP5 Aluminam Earpiece

PVC Molding « PVC Round Cable ABS Housing * PVC Round Cable «Cable Materials: TPE; Length: 1.2m

Wire specification: Wire specification: — eFrequency Response: 20-20KHz =

©28AW G*2C+22AWG*2C, OD: 3.2mm ©28AW G*2C+22AW G*2C, OD: 3.2mm — N oDrive unit: ®10mm

eCable length: Tm eCable length: 1m TN g ~ elmpedance: 16Q

#Also available in 2m cable length « . *Also available in 2m cable length \ #Sensitivity: 92db +3dB at 1khz - -

#Also available in flat cable type & 4 ( s/ | “ «Max power input: 10mwW MFI P400 IP7
) - «Color: Black, White, Red, Gold, Gray. eEarphone Materials: ABS

eCable Materials: TPE; Length: 1.2m

N '
\:‘g eAvailable in - . «Color: White
> assorted colors g ( N eFrequency Response: 20-20KHz
C eDrive unit: ®14.2mm
’ eimpedance: 32Q

#Sensitivity: 98db +3dB at 1khz
eMax power input: 5mwW
«Color: Black, White, Red, Gold, Gray.

MFI-DC33-IP5

Aluminum Housing * Nylon Mesh Cable eAvailable in gold, silver, space gray

Wire specification: and any other customized colors 1Y
28AWG*2C+22AWG*2C, OD: 3.2mm

eCable length: 1m

eAlso available in 2m cable length
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USB Type-C Cable

USB Type-C (M) to USB Type-C (M) Sync-charge Cable

DC147-CC3 PVC Molding DC100-CC3-3A PVC Molding
Supports USB3.1 Gen 2 with E-Marker Supports USB3.1 Gen 1

Specifications Specifications

eTransfer data speeds: 10Gbps Max. e Transfer data speeds: 5Gbps

eCharging speeds: 100W, 20V 5A «Charging speeds: 3A Max.

eCable length: 1m or 2m PVC Cable «Cable length: 1m, PVC Cable

Also available in 2M USB3.1 Gen1 5Gbps 3A
Supports USB2.0

DC147-CC2 PVvC Molding
Supports USB 2.0
Specifications Specifications
eTransfer data speeds: 480mbps Max. eTransfer data speeds: 480mbps Max.
eCharging speeds: 3A Max. #Charging speeds: 3A Max.
eCable length: 1m/2m, PVC Cable eCable length: 1m/2m
#Cable material: PVC jacket with
Nylon braided
-~

USB A (M) to USB Type-C (M) Sync-charge Cable

DC212-CA2 PVC Molding

#USB Version 2.0 (480mbps 5A) for charging current that is 60W and above \

eCable Length: 1m TPE Cable

Works with Huawei Mate 9, Mate 9 Pro, P10,

P10 Plus and New Versions (4.5V 5A/5V 4.5A) -~

DC127-CA3 PVC Molding

eSupports USB3.1 Gen 2
eTransfer data speeds: 10Gbps Max.
eCharging speeds: 3A Max.

eData speeds: 480mbps Max.
eCharging speeds: 3A Max.
eCable length: 1m PVC Cable «Cable length: 1m / 2m PVC Cable
DC98-CA3 PVC Molding
eSupports USB3.1 Gen 1
eTransfer data speeds: 5Gbps Max.

DC96-CC2 Aluminum Housing

DC260-CA2 PVC Molding

eSupports USB2.0

Chargi ds: 3A Max. . .
Coaaing speces: SATax DC96-CA2 Aluminum Housing

eCable length: Tm

eSupports USB2.0
eTransfer data speeds: 480mbps Max.
#Charging speeds: 3A Max.
eCable length: 1m/2m

DC103-CA2

ae
With LCD Current Voltage Display

eSupports USB 2.0 (480mbps 3A) Large, easily
eRed LED color — visible LED
eStraight cable, PVC jacket with Nylon braided display
eConnector housing: Aluminum material

eWire: 28AW G*2C+22AW G*2C, OD3.8mm, 1M

USB A (M) to USB Type-C (M) Sync-charge Cable
Supports USB2.0, 480mbps 48

—) SO
DC196-CA2 7 kﬂ.{ SO\ DC22-CA2
. | SO .
ABS Housing T PVC Molding
eTransfer data speeds: 480mbps Max. | : ‘ eTransfer data speeds: 480mbps Max.
#Charging speeds: 2A Max. N ‘// eCharging speeds: 2A Max. e |
eCable length: 1m PVC Cable \\} / eCable length: 1m PVC Cable % ‘: — ‘,“\
—
DC218-CA2 . .
Alumi h . o DC231-CA2 Aluminum Housing
umlnum ousing Specifications:
Nylon braided Cable eCharging current 2A
eCable length: 1m eWire: 28AWG 2C+24AWG 2C, OD3.5mm
#Charging current: 2A F F eCable length: 1m, Straight
» PVC jacket with Nylon braided 3 3 With PVC jacket of denim wrapped

eConnector: Aluminum

DC250-CA2

Aluminum housing
Cotton braided Cable

90 degree right angle connector
eCharging current 2A

oWire: 28AW G 2C+24AWG 2C, OD3.8mm
eCable length: Tm

Right angle

DC193-CA2
Aluminum housing with

Stainless Steel Spring Cord

eCable length: Tm
eCharging current: 2A

DC228-CA2
Zinc Alloy housing with

Stainless Steel Wave Cord
eCharging current 2A

oWire: 28AW G 2C+24AWG 2C, OD4.2mm
eCable length: Tm

eConnector: Zinc Alloy

Available in gold, gray, silver and pink

DC245-CA2

Retractable Sync-Charge
eCharging current 2A

eWire: 24AW G 4C, Flat Cable 1.3x5.1mm
eCable length: 1m,

DC229-CA2 . |
Zinc Alloy housing with

Stainless Steel Spring Cord

eCharging current 2A

*Wire: 28AW G 2C+24AWG 2C, OD3.5mm

eCable length: Tm
eConnector: Zinc Alloy

DC242-CA2
With Extended SR
Aluminum housing
Nylon braided Cable
eCharging current 2.4A

oWire: 24AWG 4C, OD3.8mm
eCable length: 1m

DC222-CCM

3-in-1 Sync-Charge

eCharging current 2A

oWire: 28AWG 2C+24AWG 2C, OD3.2mm

eCable length: 1m, Straight Nylon braided
eConnector: Aluminum

pm—

eUSBC
DC243-ACCM
5-in-1 Sync-Charge
USBA & USB C to USB C & Micro USB
Charge different device simultaneously
- USB Ato USB C or Micro USB
- USB C to USB C or Micro USB
eCharging current 2.4A
eWire: 24AW G 4C OD3.8mm
eCable length: 1m, Straight Nylon braided
eConnector: Aluminum

CAD33-CM2
Micro USB female to USB \\’

Type-C Connector Adaptor
«USB2.0 (480mbps, 3A) /
eMaterial: Aluminum, »

OTG77-CA3
USB 3.0 Female to USB

Type-C OTG Adapter \
*USB 3.1 Gen 1 (5Gbps, 3A)
eMaterial: Aluminum
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